
Ventilation
Equal Tees Without Rubber Seal - Datasheet Version 1224-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Equal Tees
Without Rubber Seal

The equal tees are used for connecting round spiral ducts.

Installed by inserting into the duct up to the stop.

The equal tee needs to be fastened to all ducts using self drilling 
screws or rivets. 

Air tightness can be increased to class B by wrapping the joints 
with appropriate sealing tape.

Manufactured from galvanised steel sheet.

The information in this datasheet is intended for reference purposes only and may 
be modified at any time without prior notice or obligation. All data is provided in 
good faith and is accurate to the best of our knowledge at the time of release.

Code Description L
(mm)

Ød1
(mm)

Ød3
(mm)

H
(mm)

Weight
(kg)

GMVC100T Equal Tee 151 100 100 65 0.40

GMVC125T Equal Tee 184 125 125 83 0.58

GMVC150T Equal Tee 260 150 150 95 0.70

GMVC200T Equal Tee 281 200 200 125 1.25

GMVC250T Equal Tee 307 250 250 150 1.77

ALNOR® ventilation systems
is a legally protected trademark and technical patent. All rights reserved.
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Download Wentyle
Download AlnorCAM

Buy via B2B

TPC

XPC

T-pieces

TPC/XPC

Dimensions Description
TPC – t-piece built with SP saddle, without gasket.
XPC – x-piece built with SP saddles, without gasket Æd4 

may differ from Æd3

Example identification
Product code: TPC - aaa - bbb - ccc

type
Æd1
Æd2
Æd3

Dimensions 

       Æd1             Æd3/Æd4 L  H  TPC         XPC
      [mm]            [mm] [mm] [mm]      weight  [kg]

80 801 140 52 0,25 0,35

100 801 126 65 0,30 0,50

1002 151 65 0,40 0,60

125 801 146 75 0,36 0,50

1003 184 78 0,46 0,70

1251 184 83 0,58 0,85

140 801 140 82 0,38 0,50

1001 175 85 0,50 0,74

1251 230 90 0,65 0,96

150 801 140 87 0,42 0,52

1001 175 90 0,55 0,75

1251 215 95 0,68 0,98

1404 230 95 0,70 0,99

1501 260 95 0,70 1,02

160 801 140 92 0,44 0,56

1001 184 95 0,55 0,82

1253 229 100 0,68 1,05

1404 230 100 0,75 1,07

1504 260 100 0,75 1,09

1601 229 105 0,80 1,15

180 801 140 102 0,50 0,60

1001 175 105 0,65 0,85

1251 215 110 0,77 1,08

1404 230 110 0,80 1,10

1504 260 110 0,80 1,12

1601 260 115 0,92 1,14


