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Envirotuff Cable - Datasheet Version 1124-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company LtdElectrical Cable

Sheath Colour:	 Black

Technical Specification

APPLICATION RANGE
•	 For Instrumentation and control equipment
•	 Industrial electronics
•	 Used as mains power & interconnecting cable in Air Conditioning systems
•	 Suitable for use in dry, moist and wet environments
•	 In places where low mechanical stresses exist
•	 Suitable for outside use (Not underground)

STANDARDS:	 TS IEC 60502-1
INSULATION:	 PVC A
SHEATH:	 PVC (ST1)
FILLER:	 PVC
CONDUCTOR:	 BS EN 60228 Class 1-2 Copper

MINIMUM BENDING RADIUS:	 7,5 x outer diameter
FLAME RETARDANT:	 IEC 60332-1-2
DECLARED PERFORMANCE:	 Eca (EN 50575:2014/A1:2016)
 	 Flame Retardant according to IEC/EN 60332-1-2

APPLICATION RANGE

CONSTRUCTION

Conductor

Insulation

Colour Code

Stranding

Sheath

Sheath Colour

Temperature Range

Minimum Bending Radius

Flame Retardant

ELECTRICAL SPECIFICATION

Conductor cross-section nom. mm2 0,5 0,75 1 1,5 2,5

Conductor resistance max. Ω/km 39 26 19,5 13,3 7,98

Insulation resistance test 1 kv min. MΩxkm

Test voltage V

Operating Voltage V

Black ; White ; Grey

-30°C  to +70°C (Fixed )                                                                                                                                                                                                                                                                                                                                                    

7,5 x outer diameter

YY

* Instrumentation and control engineering
* Industrial electronics
* In machine production as measurement and control cable
* Production and assembly lines
* Dry, moist and wet places
* In places where low mechanical stresses exist

300/500 V

2000

IEC 60332-1-2                                                                                                                                                                                                                 

Stranded electrolytic copper wire Class5, (BS EN 60228:2005) 

PVC (Polyvinyl Chloride) Compound 

OZ  - Black coloured, cores numbered                                                                                                                                                                                                                         
JZ   - One green/yellow coloured core and black coloured cores numbered                                                                                                                                                           
OB / JB -  coloured cores acc. to HD 308.1  

In layers of optimum pitch

20

PVC (Polyvinyl Chloride) Compound 
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TECHNICAL SPECIFICATION

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation. 
All data is provided in good faith and is accurate to the best of our knowledge at the time of release. Please consider that actual cable dimensions may 
differ due to manufacturing tolerances when choosing cable accessories.

Product Code GMEC80 GMEC81-50 GMEC81-100 GMEC82 GMEC84 GMEC85 GMEC86 GMEC88 GMEC90

Size (mm2) 3 x 1.5 4 x 1.5 4 x 1.5 5 x 1.5 3 x 2.5 4 x 2.5 5 x 2.5 3 x 4.0 5 x 4.0

Length (m) 100 50 100 100 100 100 100 100 100

Conductor cross-section (mm) 10.7 11.4 11.4 12.0 11.5 12.8 13.4 13.5 16.2

Conductor resistance (Ω/km) 12.1 12.1 12.1 12.1 7.41 7.41 7.41 4.61 4.61

Current carrying capacity (A) 18.5 20 20 20 25 25 25 34 34

Rated voltage (V) 600/1000 600/1000 600/1000 600/1000 600/1000 600/1000 600/1000 600/1000 600/1000

Max operating temperature (0C) +70 +70 +70 +70 +70 +70 +70 +70 +70

Approximate weight (kg/km) 175 205 205 225 220 270 310 315 445


