
Barrier Press Fit
Tees

Barrier Press Fit Fittings - Datasheet Version 0125-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company LtdHybrid VRF

Code Description Size Qty

GMUP63 Barrier Press Fit Tees 20mm x 20mm x ½” BSP Female Thread pk 5

GMUP65 Barrier Press Fit Tees 25mm x 25mm x ½” BSP Female Thread pk 5

GMUP66 Barrier Press Fit Tees 32mm x 32mm x ½” BSP Female Thread pk 5

GMUP67 Barrier Press Fit Tees 40mm x 40mm x ¾” BSP Female Thread pk 5 

Code Description Size Qty

GMUP84 Branch Press Fit Tees 20mm x ½” BSP Female Thread x 20mm pk 5

GMUP85 Branch Press Fit Tees 25mm x ½” BSP Female Thread x 25mm pk 5

GMUP86 Branch Press Fit Tees 32mm x ½” BSP Female Thread x 32mm pk 5

GMUP87 Branch Press Fit Tees 40mm x ½” BSP Female Thread x 40mm pk 5 

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation.
All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

For connecting Barrier Pipe to Hybrid products with a male thread.
Used in conjunction with AAV's, drain off cocks, pressure gauges and manual air vents

1. Body (Material: HPb58-3 Brass/CW617N)
2. Sleeve (Material: 304 SS)
3. O-ring (Material: EPDM)
4. Pipe (to be connected to the fitting)
5. Plastic Stop/Sleeve Seat (Material:HDPE)

Working Temperature	 0-950C
Long-term Working Temperature	 60-750C
Working Pressure	 1.0MPa
Hydrostatic Strength	 2.2MPa, 950, 1h
Hot and Cold Water Circulation	 1.0±0.05MPa, 20-950C, 5000times



Barrier Press Fit
to Copper Adapters

Barrier Press Fit Fittings - Datasheet Version 0125-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Code Description Size Qty

GMUP79 Barrier Press Fit to Copper Adapter 20mm Ø x 22mm Ø pk 5

GMUP80 Barrier Press Fit to Copper Adapter 25mm Ø x 22mm Ø pk 5

GMUP81 Barrier Press Fit to Copper Adapter 32mm Ø x 22mm Ø pk 5

Code Description Size Qty

GMHPF71 Copper Compression Adapter to 
Barrier Press Fit 22mm Ø x 25mm Ø pk 5

GMHPF72 Copper Compression Adapter to 
Barrier Press Fit 22mm Ø x 32mm Ø pk 5

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation.
All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

1. Body (Material: HPb58-3 Brass/CW617N)
2. Sleeve (Material: 304 SS)
3. O-ring (Material: EPDM)
4. Pipe (to be connected to the fitting)
5. Plastic Stop/Sleeve Seat (Material:HDPE)

Working Temperature	 0-950C
Long-term Working Temperature	 60-750C
Working Pressure	 1.0MPa
Hydrostatic Strength	 2.2MPa, 950, 1h
Hot and Cold Water Circulation	 1.0±0.05MPa, 20-950C, 5000times

Used as a popular way to come off the HBC stubs
Excellent for converting from 22mm copper pipe to barrier pipe
We recommend using a 22mm coupling to connect this fitting to copper tube

Used for connecting 22mm copper tube to barrier pipe
It has a compression fitting one end, and a Pressfit at the other



Barrier Press Fit
450 Bends

Barrier Press Fit Fittings - Datasheet Version 0125-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Code Description Size Qty

GMUP23 Barrier Press Fit 450 Bends 40mm pk 5

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation.
All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

1. Body (Material: HPb58-3 Brass/CW617N)
2. Sleeve (Material: 304 SS)
3. O-ring (Material: EPDM)
4. Pipe (to be connected to the fitting)
5. Plastic Stop/Sleeve Seat (Material:HDPE)

Working Temperature	 0-950C
Long-term Working Temperature	 60-750C
Working Pressure	 1.0MPa
Hydrostatic Strength	 2.2MPa, 950, 1h
Hot and Cold Water Circulation	 1.0±0.05MPa, 20-950C, 5000times

For connecting Barrier Pipe together



Barrier Press Fit
900 Bends

Barrier Press Fit Fittings - Datasheet Version 0125-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Code Description Size Qty

GMUP10 Barrier Press Fit 900 Bends 20mm pk 5

GMUP11 Barrier Press Fit 900 Bends 25mm pk 5

GMUP12 Barrier Press Fit 900 Bends 32mm pk 5

GMUP13 Barrier Press Fit 900 Bends 40mm pk 5

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation.
All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

1. Body (Material: HPb58-3 Brass/CW617N)
2. Sleeve (Material: 304 SS)
3. O-ring (Material: EPDM)
4. Pipe (to be connected to the fitting)
5. Plastic Stop/Sleeve Seat (Material:HDPE)

Working Temperature	 0-950C
Long-term Working Temperature	 60-750C
Working Pressure	 1.0MPa
Hydrostatic Strength	 2.2MPa, 950, 1h
Hot and Cold Water Circulation	 1.0±0.05MPa, 20-950C, 5000times

For connecting Barrier Pipe together



Barrier Press Fit
Lever Ball Valves

Barrier Press Fit Fittings - Datasheet Version 0125-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Code Description Size Qty

GMUP40 Barrier Press Fit Lever Ball Valves 20mm pk 1

GMUP41 Barrier Press Fit Lever Ball Valves 25mm pk 1

GMUP42 Barrier Press Fit Lever Ball Valves 32mm pk 1

GMUP43 Barrier Press Fit Lever Ball Valves 40mm pk 1

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation.
All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

1. Body (Material: HPb58-3 Brass/CW617N)
2. Sleeve (Material: 304 SS)
3. O-ring (Material: EPDM)
4. Pipe (to be connected to the fitting)
5. Plastic Stop/Sleeve Seat (Material:HDPE)

Working Temperature	 0-950C
Long-term Working Temperature	 60-750C
Working Pressure	 1.0MPa
Hydrostatic Strength	 2.2MPa, 950, 1h
Hot and Cold Water Circulation	 1.0±0.05MPa, 20-950C, 5000times

Used for isolating Hybrid barrier press pipework



Barrier Press Fit
Reducer

Barrier Press Fit Fittings - Datasheet Version 0125-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Code Description Size Qty

GMUP2520 Barrier Press Fit Reducer 25mm - 20mm pk 5

GMUP3225 Barrier Press Fit Reducer 32mm - 25mm pk 5

GMUP4025 Barrier Press Fit Reducer 40mm - 25mm pk 5

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation.
All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

1. Body (Material: HPb58-3 Brass/CW617N)
2. Sleeve (Material: 304 SS)
3. O-ring (Material: EPDM)
4. Pipe (to be connected to the fitting)
5. Plastic Stop/Sleeve Seat (Material:HDPE)

Working Temperature	 0-950C
Long-term Working Temperature	 60-750C
Working Pressure	 1.0MPa
Hydrostatic Strength	 2.2MPa, 950, 1h
Hot and Cold Water Circulation	 1.0±0.05MPa, 20-950C, 5000times

For connecting 25mm to 20mm barrier pipe (GMUP2520)
For connecting 32mm to 25mm barrier pipe (GMUP3225)
For connecting 40mm to 25mm barrier pipe (GMUP4025)



Barrier Press Fit
Straight Couplers

Barrier Press Fit Fittings - Datasheet Version 0125-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Code Description Size Qty

GMUP4 Barrier Press Fit Straight Coupler 20mm pk 5

GMUP1 Barrier Press Fit Straight Coupler 25mm pk 5

GMUP2 Barrier Press Fit Straight Coupler 32mm pk 5

GMUP3 Barrier Press Fit Straight Coupler 40mm pk 5

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation.
All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

1. Body (Material: HPb58-3 Brass/CW617N)
2. Sleeve (Material: 304 SS)
3. O-ring (Material: EPDM)
4. Pipe (to be connected to the fitting)
5. Plastic Stop/Sleeve Seat (Material:HDPE)

Working Temperature	 0-950C
Long-term Working Temperature	 60-750C
Working Pressure	 1.0MPa
Hydrostatic Strength	 2.2MPa, 950, 1h
Hot and Cold Water Circulation	 1.0±0.05MPa, 20-950C, 5000times

For connecting barrier pipe together



Barrier Press Fit
Male Thread Adapter

Barrier Press Fit Fittings - Datasheet Version 0125-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Code Description Size Qty

GMUP50 Barrier Press Fit Male Thread Adapter 20mm - 3/4” BSPT pk 5

GMUP51 Barrier Press Fit Male Thread Adapter 25mm  - 3/4” BSPT pk 5

GMUP52 Barrier Press Fit Male Thread Adapter 32mm - 1 1/4” BSPT pk 5

GMUP54 Barrier Press Fit Male Thread Adapter 40mm - 1 1/4” BSPT pk 5

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation.
All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

1. Body (Material: HPb58-3 Brass/CW617N)
2. Sleeve (Material: 304 SS)
3. O-ring (Material: EPDM)
4. Pipe (to be connected to the fitting)
5. Plastic Stop/Sleeve Seat (Material:HDPE)

Working Temperature	 0-950C
Long-term Working Temperature	 60-750C
Working Pressure	 1.0MPa
Hydrostatic Strength	 2.2MPa, 950, 1h
Hot and Cold Water Circulation	 1.0±0.05MPa, 20-950C, 5000times

For connecting Barrier Pipe to Hybrid fan coil units



Barrier Press Fit
Female Thread Adapter

Barrier Press Fit Fittings - Datasheet Version 0125-001 

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Code Description Size Qty

GMUP53 Barrier Press Fit Female Thread Adapter 25mm - 3/4” BSP pk 5

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior notice or obligation.
All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

1. Body (Material: HPb58-3 Brass/CW617N)
2. Sleeve (Material: 304 SS)
3. O-ring (Material: EPDM)
4. Pipe (to be connected to the fitting)
5. Plastic Stop/Sleeve Seat (Material:HDPE)

Working Temperature	 0-950C
Long-term Working Temperature	 60-750C
Working Pressure	 1.0MPa
Hydrostatic Strength	 2.2MPa, 950, 1h
Hot and Cold Water Circulation	 1.0±0.05MPa, 20-950C, 5000times

For connecting 25mm Ø Barrier Pipe to fittings with 
¾" male threads


