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The ball valve valve can be installed in either direction of flow.

Temperature range: -40°C to +150°C (-40°F to 300°F).
Maximum working pressure: 45 bar (650 psi).
Full-flow design minimizes leak risks.
Equipped with an access valve port integrated into the brass body.
Swaged copper ends allow for easy brazing.
Includes mounting bracket and screws for easy installation
Compatible with all standard CFC, HCFC, and HFC refrigerants and oils

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior 
notice or obligation. All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

Part No Description Size D 
(mm)

H 
(mm)

L 
(mm)

L1 
(mm)

L2 
(mm)

GMCF118 Ball Valve c/w Access Port 3/8" Ø 9.52 39.14 134.8 10 27.1

GMCF119 Ball Valve c/w Access Port 1/2" Ø 12.7 37.34 155 10 33.1

GMCF120 Ball Valve c/w Access Port 5/8" Ø 15.88 37.09 156 14 33.5

GMCF121 Ball Valve c/w Access Port 3/4" Ø 19.1 39.18 167 15 36

GMCF122 Ball Valve c/w Access Port 7/8" Ø 22.3 40.23 183 16 43

GMCF123 Ball Valve c/w Access Port 11/8" Ø 28.6 54 205 20 46

Copper Fittings


