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STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company Ltd

Un-Insulated Flexible Ducting
Un-Insulated Flexible Ducting for low and medium pressure ventilation and 
air conditioning systems.

Manufactured from multi layer aluminium and polyester, reinforced with a 
carbon steel wire

Packaging: 10 metre sections compressed and packed in cardboard boxes.

Flexibility (winding diameter): Depends on the actual duct outer diameter, i.e. ca. 0.75D (mm).

Temperature range: -30˚C to +140˚C.

Maximum acceptable vacuum: Depending on the duct routing. For straight runs, 1/3 of the 
pressure transferred at the specific diameter can be taken.

Construction 2 layers Aluminium Foil + 1 layer PET

Colour Silver

Available Diameter 100 - 305mm

Carbon Steel Wire Diameter 0.6mm-2.5mm

Standard Length 10m(Max)

Aluminium Thickness 0.0065mm

PET thickness 0.015mm

Duct Thickness 0.032mm-0.032mm

Fire Resistance Class A2(Max)

Compress Ratio 1 : 25

Temperature Range -50C/+900C

Operating Pressure 3000Pa

Maximum Air Velocity 30m/s

The information in this datasheet is intended for reference 
purposes only and may be modified at any time without 
prior notice or obligation. All data is provided in good faith 
and is accurate to the best of our knowledge at the time 
of release.

Part No Description Size Length

GMVF1 Uninsulated Flexi Duct 100mm (4") 10mt

GMVF2 Uninsulated Flexi Duct 125mm (5") 10mt

GMVF3 Uninsulated Flexi Duct 150mm (6") 10mt

GMVF4 Uninsulated Flexi Duct 160mm 10mt

GMVF5 Uninsulated Flexi Duct 200mm (8") 10mt

GMVF6 Uninsulated Flexi Duct 250mm (10") 10mt

GMVF14 Uninsulated Flexi Duct 305mm (12") 10mt


