
Barrier Pipe

Barrier Pipe - Datasheet Version 0425-003

STÖRNCH is distributed exclusively in the UK by Greenmill Supply Company LtdHybrid VRF

Code Description
Wall

Thickness
(mm)

Outside
Diameter 

(mm)

Inside
Diameter 

(mm)

GMUP107 20mm Barrier Coiled Pipe - 100m Coil 2 20 16

GMUP100 25mm Barrier Coiled Pipe - 50m Coil 2.5 25 20

GMUP105 32mm Barrier Coiled Pipe - 50m Coil 3 32 26

GMUP108 Blue Pre-insulated Barrier Pipe 20mm x 50m with 13mm Insulation 2 20 16

GMUP109 Red Pre-insulated Barrier Pipe 20mm x 50m with 13mm Insulation 2 20 16

GMUP120 Blue Pre-insulated Barrier Pipe 25mm x 50m with 13mm Insulation 2.5 25 20

GMUP121 Red Pre-insulated Barrier Pipe 25mm x 50m with 13mm Insulation 2.5 25 20

GMUP140 Blue Pre-insulated Barrier Pipe 32mm x 50m with 13mm Insulation 3 32 26

GMUP141 Red Pre-insulated Barrier Pipe 32mm x 50m with 13mm Insulation 3 32 26

GMUP106 20mm x 2.0mm x 5mtr Barrier Pipe 2 20 16

GMUP102 25mm x 2.5mm x 3.9mtr Barrier Pipe 2.5 25 20

GMUP103 32mm x 3.0mm x 3.9mtr Barrier Pipe 3 32 26

GMUP104 40mm x 4.0mm x 3.9mtr Barrier Pipe 4 40 32

Pipe Dimensions 
OD x Wall 

Thickness (mm)

Max Mounting Distance Between 
Pipe Clips

Pipe Weight With 100C Water 
Filling/Without Insulation

Horizontal
Vertical 

(m) Coil (kg/m)
Straight 
Length 
(kg/m)Coil (m) Straight 

Length (m)

20 x 2.0 mm 1.30 1.60 1.70 0.332 0.332

25 x 2.5 mm 1.50 1.80 2.00 0.539 0.539

32 x 3.0 mm 1.60 1.80 2.10 0.861 0.861

40 x 4.0 mm 1.70 2.00 2.20 -- 1.312

The information in this datasheet is intended for reference purposes only and may be modified at any time without prior 
notice or obligation. All data is provided in good faith and is accurate to the best of our knowledge at the time of release.

STÖRNCH Barrier Pipe is a composite pipe of five layers; inside and outside layers 
of which are made of Cross-Linked (PEX) Polyethylene, tightly bonded with melt 
adhesive using a special welding process, to the mid-layer of aluminium core which 
is longitudinally welded in a butt-welded or overlap-welded way, this kind of pipe is 
the perfect union of metal and plastic ones.
For use with water up to 85°C.
WRAS Approved.

Lifespan: 50 years.
Working Pressure: 12.5 Bar.
Oxygen Diffusion: 0mg/1.d.
Burst Pressure: >= 40-17 Bar.

CLIPPING DISTANCES
The following table represents the max spacings 
between pipe clips for different pipe diameters

Expansion Coefficient: 2.5x10-5 (m.k)
Heat Conduction Coefficient: 0.5W/m.K
Tensile Resistance: >2100 - 2620N
Bend Radius: >=5D
Conforms to: EN ISO21003


